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Tweeter High-End da 25 mm con magnete al Neodimio. 
Riproduzione realistica contraddistinta dall’estrema qualità nei dettagli e dalla velocissima risposta ai transienti. Ampia gamma di frequenza riproducibile, lineare da 2 a 25 Khz (Fs = 750 Hz).
Gruppo magnetico in Neodimio a doppia cavità. Struttura meccanica in metallo con camera di risonanza posteriore in Ottone. Diaframma in lega di Alluminio e Magnesio ad elevata rigidità, sospensione in seta pretrattata. Sistema di raffreddamento in bagno di ferrofluido a bassa viscosità. Finitura cromato-satinato di tutte le parti visibili.



	Frequency range 
	2 - 25 KHz Short term maximum power* 

	250 W Long term maximum power* 
	100 W Sensitivity (1W, 1m) 

	88 dB Nominal impedance 
	6 ohms Free air resonance 

	750 Hz Voice coil resistance 
	4,8 ohm Voice coil inductance 

	0,05 mH Voice coil diameter 
	26 mm Voice coil height 

	1,5 mm Moving mass 
	0,3 g Piston area 

	7,0 cm2 Total weight 
	0,17 Kg Mounting diameter 

	46 mm Mounting depth 
	30 mm 

	
	*IEC 268-5, via High Pass Butterworth filter: 3500Hz 12dB/oct. 


